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Figure 9.14. Set the LUT Step Size and enter an Info Tag in the Build Profile tab.

	 5.	 Click Build.
The Build button will begin the profile creation process. Save your profile in the ColorBurst/
ICC Profiles folder. This can take several minutes to complete. The Build Status bar shows 
the profile build progress. The status will change to “Status Built” when the process is com-
plete. You can then close the Profile Build Options and quit SpectralVision Pro.

NOTE	 Make sure to save your ICC file in the ColorBurst/ICC Profiles folder, or place a 
copy of the file there. ColorBurst will not be able to locate your profile if it is not 
placed in this folder.

Step 7: Load your new ICC Profile and save your environment

Your new ICC profile is ready to load into ColorBurst.

	 1. 	Turn ICC Color Management and AutoSpot back on.
In ColorBurst, open the Ink & Color Settings dialog. Select the Enable ICC Color 
Management and AutoSpot checkboxes at the top of the dialog.

	 2.	 Load your new ICC Profile.
Go to the Output Profiles tab of the Ink & Color Settings dialog. Click the Rebuild Lists 
button at the bottom of the dialog. This will load your profile into the ColorBurst profile list. 
Select your profile from the pop-up menu.



SPECTRALVISION PRO · COLORBURST RIP · QUEUE SERIES · MAC OS X 45

Figure 9.15. Load your new ICC profile in the Output Profiles tab of the ICC Profile Options dialog.

 3. Save your environment.
This will save your final environment with all of your custom settings. You are now ready to 
print with your new environment and ICC Profile.
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