






190 mm / 7.5 in. 65 mm
2.5 in.

SpectroDens in the internet

Please visit our internet pages !

the whole range and theme of measu-
rement technology. Download current 
program versions for the SpectroDens 
devices. Or simply order your personal 
test device !
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Functions

We supply SpectroDens in three types 
of performance packages: The model Basic 
with the essential density functions, the 
Advanced version which adds extended 
densitometry functions, colorimetry and 

the comprehensive Premium device. You 
can upgrade the devices post-purchase 
to higher performance levels by program 
upload. 

SpectroDens Basic
• Automatic measurement
• Density CMYK
• Reference measurements 
• Dot area, dot gain
• Gray and color balance
• Ink trapping to Preucil
• Print contrast

SpectroDens Advanced
as the „Basic“ model, but also features:
• Spectral density for spot colors
• Characteristic printing curve
• Slur/doubling value
• Dot area to Yule-Nielsen
• Ink trapping to Brunner and Ritz
• Density spectrum
• CIE Lab, ΔEab, XYZ, color circle
• Remission spectrum
• Color library

SpectroDens Premium
as the „Advanced“ model, but also features:
• ColorGuide (according to ISO 12647)
• CIE LChab, xyY, Luv, LCHuv, DIN Lab99
• ΔE94, ΔE2000, ΔE99, ΔEcmc, ΔEuv
• Metamery index
• Whiteness, yellowness
• Pass-/fail tolerance, average
• Ugra/fogra media wedge evaluation

Measurement technology
Spectral remission measurement and
color density determination to ISO 5-3/4

Measurement geometry
0/45° optics to DIN 5033

Spectral range
400 to 700 nm in 10 nm steps

Measurement aperture
3 mm round standard
optional (easily exchangeable):
1,5 x 1,5 mm
2,5 x 1 mm

Light source

Twice linear crossed,
Switched on and off per button release

Measurement time
Approx. 1 second per measurement

White reference
Absolute and relative
Absolute white standard integrated and
protected in charging console

Illumination types / Standard Observer
A, C, D50, D65 / 2°, 10°

DIN 16536, DIN 16536 NB, 
ISO/ANSI T, ISO/ANSI I, ISO E,
Dmax (Advanced and Premium 
models only)

Density measurement range
0,00 D - 2,50 D

Repeatability
0,01 D
0,03 CIE ΔEab 

Inter-instrument agreement
0,01 D
0,3 CIE ΔEab 

Display
High-contrast, LCD-graphic display, 
240 x 160 pixels,16 gray levels, 
contrast adjustable

Power supply
Rechargeable Ni-MH battery,
regulated recharge via charging 
console with A/C adapter, 
100 - 240 V, 47- 63 Hz,
Up to 10,000 measurements 
per battery charge,
Battery level control

Communication-Port
USB

Weight
520 grams

Accessories

Print control strip TCS Film
Print control strip TCS Digital
Software modules for Spectrodens Connect:
Ugra/fogra media wegde evaluation, PhotoLab
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TECHKON Measurement technology 
    on the highest level

Phone: 1300 889 124
Fax: 1300 889 125
Email: sales@gamutdigital.com.au
http://www.gamutdigital.com.au


