






Dimensions

Formats
52: for printed sheet 00 (B3+, 370 x 520 mm) 
74: for printed sheet 0B (B2+, 520 x 740 mm) 
102: for printed sheet 3B (B1+, 720 x 1020 mm)
105: for printed sheet 3B+ (B1+, 780 x 1050 mm)

Repeatability
0,01 D
0,03 CIE ΔEab 

Production spread
0,01 D
0,3 CIE ΔEab 

Data transmission
Module for wireless data transmission with 
PC-sided USB connection

Power supply
Rechargeable NiMH battery,
regulated recharge via charging console with
AC adapter, 100 – 240 V, 47 – 63 Hz

Weight
Measurement device: 820 grams

Contents
Measurement device SpectroDrive,
charging console with white standard,
universal AC adapter, 
horizontal track with holder,
2 vertical bars, module for wireless data 
transmission, USB cable, carrying case, 

Special formats (up to 2100 mm) on request

Software TECHKON ExPresso
Delivery on CD with program protection key 
(USB dongle) plus CD with TCS Digital
System requirements: Windows XP, Vista
Recommended touch-screen: Elotouch 1727L 17”

Please visit our web site !

Functions

The scan-measurement device Spectro-
Drive and the Windows-Software ExPresso 
form a complete quality control system 
for increasing productivity and quality of a 
printing press.

 There are two different versions available:

SpectroDrive + ExPresso Basic
consists of the spectral measuring device 
SpectroDrive and the Windows-Software 
TECHKON ExPresso Basic with the follow-
ing functions:
• 
• color density for CMYK and spot colors
 (spectral density) 
• densitometric gray balance
• dot area, dot gain and printing contrast
• slur/doubling value
• target values, references, tolerances, 
 OK sheet
• front- and reverse printing
• works with any color bar and sheet 
 format
• display of single measurements when 
 used as a hand held device
• supports up to 6 printing units

SpectroDrive + ExPresso Pro
contains the same functions as the “Basic” 
package and additionally: 
• ΔE display,
 Lab, LCh, ΔLab, ΔLCh
• “InkCheck” recommendation for ink key 
 setting
• display and evaluation according to ISO 
 12647, Gracol G7™
• measurement data export (e.g. JDF-
 format)
• statistical analysis and report generator
• supports up to 16 printing units

www.techkon.com

K C M Y SLUR
5%
4%
3%
2%

K K C M Y

1

80% 40% BAL

2

52: 750 mm
74: 970 mm
102: 1250 mm
105: 1280 mm

95 mm

52: 
370 m

m
74: 

530 m
m

102: 720 m
m

105: 780 m
m

170 m
m

 

Printed in Germany, 09/07

All mentioned trademarks and copyrights are recognized.
SpectroDens, SpectroPlate, SpectroDrive, InkCheck and TECHKON 
are registered trademarks of TECHKON GmbH.

Measurement technology
Spectral remission measurement and
color density determination to ISO 5-3/4

Measurement geometry
0/45° optics to DIN 5033

Spectral range
400 to 700 nm in 10 nm steps

Measurement aperture
2 x 1,5 mm
appropriate for measuring patches with 
at least 4 mm height and 3 mm width

Light source

Twice linear crossed,
switched on and off per software command

Measurement time
Approximately 150 mm/s (equals approx. 
4 seconds for 520 mm sheet length);
single measurement approx. 1 second
(if SpectroDrive is used as hand held device)

White reference
Absolute and relative,
absolute white standard integrated 
in charging console

Illumination types / Standard Observer
A, C, D50, D65 / 2°, 10°

DIN 16536, DIN 16536 NB, 
ISO/ANSI T, ISO/ANSI I, ISO E,
spectral density Dmax 

Density measurement range
0,00 D – 2,50 D

TECHKON®      Measurement technology 
         on the highest level

Phone: 1300 889 124
Fax: 1300 889 125
Email: sales@gamutdigital.com.au
http://www.gamutdigital.com.au


