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Pressview

Job info Jobid 090127 Date 2009-02-04 11:28:34
Name Ozone Sheet 1 (top side)
Description Product brochure 2009 Printed on Inkjet proofer
Reference Fogra 39
Tolerance Proofing ISO 12647-7

Color overview

- - -
|
(3 P b
Color detail Tolerance Meas. Patch
Average 3,0 1,2
Paper 3,0 0,8
All max 6,0 41 MW3_B22
Prim. max 4,0 2,8 C
Sec. max 4,0 1,6 cy
Bal. max 1.5 1,7 MW3_G20
dH max 1.5 0,8 MW3_G20
Dotgain Color Tint Target Meas.
K 40 16,1 14,7
K 80 11,6 11,4
C 70 10,9 10,2
C 40 10,6 10,4
M 40 12,3 10,8
M 70 12,7 11,5
Y 40 13,3 13,6
Y 70 13,6 13,4
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Color summary
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22. MW3_A22
23. MW3_A23
24. MW3_A24
25. M

26. MW3_B2
27. MW3_B3
28. MW3_B4
29. MW3_B5
30. MY

31. MW3_B7
32. MW3_B8
33. MW3_B9
34. MW3_B10
35.CY

36. MW3_B12
37. MW3_B13
38. MW3_B14
39. MW3_B15
40. MW3_G10
. MW3_G20
42. MW3_G40
43. MW3_G60
44. MW3_G80
45. MW3_G100
46. MW3_B22
47. MW3_B23
48. MW3_B24
49, MW3_C1
50. MW3_C2
51. MW3_C3
52. MW3_C4
53. MW3_C5
54. MW3_C6
55. MW3_C7
56. MW3_C8
57. MW3_C9
58. MW3_C10
59. MW3_C11
60. MW3_C12
. MW3_C13
62. MW3_C14
63. MW3_C15
64. MW3_C16
65. MW3_C17
66. MW3_C18
67. MW3_C19
68. MW3_C20
69. PW

70. MW3_C22
. Mw3_C23
72. MW3_C24
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Reference

L a

5499  -37,16
66,86  -24,83
7973 -1261
87,69 5,83
91,47 2,99
47,98 74,24
60,85 50,78
76,43 25,80
86,14 12,03
90,65 5,87
89,02 -5,02
90,35 4,72
92,20 3,53
93,61 -1,68
94,35 0,95
88,95 0,02
82,77 0,15
69,26 0,17
54,13 0,14
36,61 0,00
16,00 0,03
10,39 13,98
33,40 25,42
34,44 325
23,88 22,14
40,93 17,86
63,69 10,32
79,42 5,05
87,20 2,53
46,99 68,23
58,53 47,25
74,17 22,96
84,99 9,98
90,00 4,72
5001  -6525
62,16  -40,04
7696  -19,16
86,32 8,46
90,77 4,18
88,52 0,38
81,98 0,87
67,67 -1,96
52,24 2,50
37,52 3,93
26,29 6,85
10,42 823
24,29 32,75
2469  -17,06
22,86 0,09
38,57 6,51
61,55 535
78,15 2,83
86,55 1,41
53,11 37,83
41,56 22,74
31,91 40,05
32,53 44,56
51,28 1,22
3456  -36,59
3595  -26,26
20,95 9,50
71,21 18,85
71,28 22,14
47,73 71,41
38,01 55,53
7366  -22,95
5234 52,54
4330  -17,07
95,03 0,00
15,70 -3,04
34,68 28,58
2585  -11,04
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Sample

L

56,21
67,49
79,60
87,40
90,97
47,81
61,28
76,64
86,39
90,46
87,68
89,35
91,30
92,64
93,62
89,15
82,77
69,77
53,84
37,06
17,34
12,13
33,50
35,10
24,39
42,17
64,27
79,45
87,20
47,04
58,94
74,71
84,82
89,76
50,83
63,00
77,16
86,20
90,55
88,40
82,29
68,00
52,17
38,06
27,48
13,64
24,95
26,02
23,54
39,13
61,74
78,50
86,78
53,43
42,50
31,87
32,59
50,75
34,56
35,81
21,30
72,05
71,17
47,63
38,32
73,81
53,31
44,87
94,48
17,59
35,11
26,72

a
-38,29
24,91
12,81
6,28
3,44
74,41
49,74
24,29
11,58
5,66
6,24
6,23
4,73
2,44
1,75
0,21
0,53
0,26
0,98
-0,69
-0,09
13,98
25,10
2,79
21,09
17,15
9,92
4,09
172
68,26
45,42
21,05
9,29
4,28
-66,62
-38,78
19,35
9,19
4,42
0,75
1,81
2,07
2,67
3,43
5,71
10,73
32,08
17,47
032
5,66
471
2,00
093
36,96
21,48
39,50
44,22
0,87
-37,58
-27,20
8,67
17,53
21,18
71,65
55,98
23,02
-53,05
-19,40
0,61
2,91
2732
11,49

-47,92
-35,36
21,18
-11,60
6,89
4,17
7,10
6,61
4,91
3,61
91,59
61,38
30,76
12,80
5,05
2,43
2,48
1,68
0,31
0,51
1,03
1,50
21,06
22,54
-46,58
-35,72
22,55
13,11
7,60
48,16
37,64
22,26
9,63
341
26,91
21,66
10,60
3,57
0,09
3,28
-4,48
-4,00
2,61
2,91
3,42
-9,87
12,89
7,56
0,15
3,53
3,20
0,90
-1,06
28,24
16,63
23,83
2,67
4391
13,59
-20,88
24,41
17,81
72,82
14,45
21,20
68,04
19,02
-47,05
2,08
11,11
4,62
14,99

dE
2,80
1,95
0,64
0,58
0,67
1,27
1,18
1,55
0,60
0,36
2,50
2,27
1,57
1,34
1,14
0,55
0,62
0,59
1,23
0,83
1,72
1,75
0,37
0,82
1,22
1,75
1,47
1,12
0,98
0,06
1,90
2,14
0,73
0,58
1,61
1,64
0,51
0,93
0,81
0,41
1,07
0,50
0,92
0,77
1,65
4,09
0,97
1,39
0,80
1,06
0,85
0,90
0,62
1,20
1,58
0,59
0,93
0,96
1,03
0,95
1,13
1,65
1,1
1,84
0,57
0,29
1,64
3,32
0,82
1,97
1,45
1,13
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dH

0,34
0,78
0,25
0,71
0,14
0,49



Pressview

Industry standards Color measurements and calculation in PressView are based upon the following industry standards:

-1SO 12647-1,1S0 12647-2,1S0 12647-7,1S0 13656

Dot gain method Spectral (CIE-XYZ)

Tolerance set Proofing ISO
delta-E method CIE76
Average 3.0
dH max 15
Dotgain 5.0
Bal. max 3.0
All max 6.0

Paper 3.0
Prim. max 4.0
Sec. max 4.0
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